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Product Comparison Sheet

Armstrong
Retail

Contractor
Item #

741

925

943

934

935

1728

1732

240

269

271

303

936

954

1201

1205

915

942

9767

916

931/933

922

272

403

404

421

Armstrong
Retail Item
Description

Fine
Fissured

Textured
Tegular

Textured

Random
Textured

Random
Textured

Fine
Fissured

Fine
Fissured

Super Tuff™

Sand
Pebble™

Sahara™

Tundra™

Bravada II™

Classic Fine
Textured

Raised
Panel™

Raised
Panel

Textured 
Fire Guard™

Textured

Scored

Random
Textured Fire

Guard
Random
Textured

Fine
Fissured™

Sahara

Esprit®

Fiberglass

Pebble™

Fiberglass

Shasta®

Fiberglass

Armstrong
Commercial
Crossover
Item Name
& Number

741 Fine
Fissured™

705 Fissured
Minaboard

756 Fissured
Minaboard

704 Cortega
Minatone

770 Cortega
Minaboard

1728 Fine
Fissured

1732 Fine
Fissured

301 Tundra®

1752
Georgian™

1774 Dune™

303 Tundra

737
Designer

584 Cirrus

8011
Ledges

895 Fissured
Fire Guard

755 Fissured
Minaboard

2767 Second
Look II

823
Cortega™

Fire Guard

769
Cortega™

1729 Fine
Fissured

1773 Dune™

2983 Pebble

2907 Shasta

Armstrong
Commercial
Dual Label*

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

No

No

Yes

Yes

Yes

Yes

Yes

Yes

Yes

No

No

Yes

Product

Dimensions

12˝ x 12˝ x
1/2˝

2´ x 2´ x 5/8˝

2´ x 2´ x 5/8˝

2´ x 2´ x 5/8˝

2´ x 2´ x 5/8˝

2´ x 2´ x 5/8˝

2´ x 2´ x 5/8˝

2´ x 2´ x 5/8˝

2´ x 2´ x 5/8˝

2´ x 2´ x 5/8˝

2´ x 2´ x 5/8˝

2´ x 2´ x 5/8˝

2´ x 2´ x 3/4˝

2´ x 2´ x 5/8˝

2´ x 2´ x 5/8˝

2´ x 4´ x 5/8˝

2´ x 4´ x 5/8˝

2´ x 4´ x 3/4˝

2´ x 4´ x 5/8˝

2´ x 4´ x 5/8˝

2´ x 4´ x 5/8˝

2´ x 4´ x 5/8˝

2´ x 4´ x 5/8˝

2´ x 4´ x 5/8˝

2´ x 4´ x 5/8˝

Edge Detail

Tongue &
Groove

Tegular

Square

Tegular

Square

Square 

Tegular

Square

Tegular

Tegular

Tegular

Square

Tegular

Square 
(Grid Blend)

Square 
(Grid Blend)

Square

Square

Tegular

Square

Square

Square

Square

Square

Square

Square

Sf/Ctn

40

64

64

64

64

64

64

64

64

64

48

64

48

24

24

64

80

80

64

80

80

64

128

128

128

NRC

.55

.55

.55

.55

.55

.55

.55

.50

.55

.50

.50

.55

.70

N/A

N/A

.55

.55

.55 

.55

.55

.55

.50

.55

.55

.50

CAC

N/A

.30

.33

.33

.33

.33

.35

.35

.35

.33

.33

.35

.35

.30

.30

.35

.30

.35

.35

.35

.35

.35

N/A

N/A

N/A

UL
Acoustical

Certification

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Fire

Resistance

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Class A

Light

Reflectance

Min .85

Min .80

Min .80

Min .80

Min .80

Min .85

Min .85

Min .83

Min .85

Min .87

Min .87

Min .80

Min .83

Min .80

Min .81

Min .80

Min .80

Min .80

Min .80

Min .80

Min .85

Min .83

Min .72

Min .85

Min .72

Sag

Resistance

Humiguard +

Standard

Standard

Standard

Standard

Humiguard +

Humiguard +

Humiguard +

Humiguard +

Humiguard +

Humiguard +

Standard

Humiguard +

Standard

Standard

Standard

Standard

Standard

Standard

Standard

Humiguard +

Humiguard +

Humiguard +

Humiguard +

Humiguard +

Anti-

Microbial

BioBlock®

Standard

Standard

Standard

Standard

BioBlock®

BioBlock®

BioBlock®

BioBlock®

BioBlock®

BioBlock®

Standard

BioBlock®

Standard

Standard

Standard

Standard

Standard

Standard

Standard

BioBlock®

BioBlock®

Inherent

Inherent

Inherent

Warranty

10

5

5

5

5

5

5

10

10

Lifetime

Lifetime

5

5

Lifetime

Lifetime

5

5

5

5

5

5

10

5

5

5

USG Retail
Competitive
Alternative

270 Fifth
Ave.

133 
Fifth Ave.

R2120
Radar

R2220
Radar

5221
Majestic

R4805
Moonscape 

550 Saville
Row

R76775
Luna

220 Fifth
Ave.

280 Fifth
Ave.

R2742 Radar
Illusion

R2315
Radar

R2310
Radar

R2410 Radar
ClimaPlus

5411
Majestic

208
Chambray

USG
Commercial
Competitive
Alternative

500 Fissured
Avratone

506
Fissured

562
Fissured

2120 Radar

2110 Radar

2210 Radar

2220 Radar

4221
Olympia

4805
Pebbled

5893
Touchstone

5899
Touchstone

650 Aspen

76775
Eclipse

586
Fissured

562
Fissured

2742 Radar
Illusion

2315 Radar

2310 Radar

2410 Radar
ClimaPlus

4411
Olympia

7053G
HiLite Twill

12˝ x 12˝ Tiles 

2´ x 2´ Panels | Textured 

2´ x 2´ Panels | Random Textured 

2´ x 2´ Panels | Fine Fissured 

2´ x 2´ Panels | Non-Textured 

2´ x 2´ Panels | High Design  

2´ x 4´ Panels | Textured  

2´ x 4´ Panels | Random Textured  

2´ x 4´ Panels | Fine Fissured  

2´ x 4´ Panels | Non-Textured  

2´ x 4´ Fiberglass Panels  

Armstrong
Retail

Contractor
Item #

Armstrong
Retail Item
Description

Armstrong
Commercial
Crossover
Item Name
& Number

Armstrong
Commercial
Dual Label*

USG Retail
Competitive
Alternative

Fire
Resistance

Light
Reflectance

Sag
Resistance

Anti-
Microbial Warranty

Product
Dimensions Edge Detail Sf/Ctn NRC CAC

NOTE: This product comparison list is intended as a guide and is not meant to represent that products within the same category are identical substitutes.
Please consult Manufacturer’s Catalog for specific technical data and U.L. designs required.

UL
Acoustical

Certification
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Makes it easy to install any Armstrong® HomeStyle® suspended ceiling

2´x2´ Panels Kit Includes:

• 3 – 6´ Main Beams
• 9 – 4´ Cross Tees
• 9 – 2´ Cross Tees
• 3 – 6´ Hanger Wires
• 5 – 6´ Wall Moldings
• 9 – Hanger Wire Fasteners
• 25 – Wall Molding Fasteners

2´x4´ Panels Kit Includes:

• 3 – 6´ Main Beams
• 9 – 4´ Cross Tees
• 3 – 6´ Hanger Wires
• 5 – 6´ Wall Moldings
• 9 – Hanger Wire Fasteners
• 25 – Wall Molding Fasteners

Suspended Ceiling Installation Kit
• All-In-One Kit

Everything you need to install 64 sq. ft. of panels. 
No estimating or guesswork.

• Convenience
Easy to take home. Easy to install.

• Choice
Kits for 2´ x 2´ or 2´ x 4´ panels.

WHITE
QUANTITY ITEM

3 6' Main Beams
9 4' Cross Tees

9 2' Cross Tees

Kit includes: 

SUSPENDED
CEILING

GRID KIT
for

2' x 2'
Panels

n Everything you need to install 2' x 2' panels
n Convenient: loads right in your car

n You can do it yourself!

WHITE
QUANTITY ITEM

3 6' Main Beams
9 4' Cross Tees

3 6' H Wi

Kit includes: 

■ Everything you need to install 2' x 4' panels
■ Convenient: loads right in your car

■ You can do it yourself!

SUSPENDED
CEILING

GRID KIT
for

2' x 4'
Panels

Panel Size 24˝ x 24˝ 24˝ x 48˝ 
Kit Number 6357WH 6355WH
Item Name Suspended Ceiling Installation Kit
Approx. Wt. per Ctn. (lbs.) 13.5 11
Ctns. per Pallet 48 48
UPC Kit Code 0-42369-04364-9 0-42369-04363-2

NOTE: These kits are available in white only.

Installation Kits for 2´ x 2´ or 2´ x 4´ Panels
Use this chart to determine number

of installation kits you will need.

6´ 8´ 10´ 12´ 14´ 16´ 18´ 20´
6´ 1 1 1 2 2 2 2 2
8´ 1 1 2 2 2 2 2 3
10´ 1 2 2 2 3 3 3 4
12´ 2 2 2 3 3 3 4 4
14´ 2 2 3 3 4 4 4 5
16´ 2 2 3 3 4 4 5 5
18´ 2 3 3 4 4 5 6 6
20´ 2 3 4 4 5 5 6 7

Estimating Guide
For buying suspended ceiling kits

Find room dimensions on left and top rows and 
read across for correct number of installation kits.

Suspended Ceiling Installation Kit
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Complete installation materials included in every package 

of planks: 55 clips, 55 screws. Installation instructions 

also included in every package. Enough installation material

to install one package of WoodHaven ceiling planks. 

WoodHaven Ceiling Plank Packages

WoodHaven™ Installation

4´

1

1

1

1

2

2

2

2

2

2

2

3

3

3

3

1

1

2

2

2

2

2

2

3

3

3

3

3

3

4

1

2

2

2

2

2

3

3

3

3

3

4

4

4

4

1

2

2

2

2

3

3

3

3

4

4

4

4

5

5

2

2

2

2

3

3

3

4

4

4

4

5

5

5

5

2

2

2

3

3

3

4

4

4

5

5

5

5

6

6

2

2

3

3

3

4

4

4

5

5

5

6

6

6

7

2

2

3

3

4

4

4

5

5

5

6

6

7

7

7

2

3

3

3

4

4

5

5

5

6

6

7

7

8

8

2

3

3

4

4

5

5

5

6

6

7

7

8

8

9

2

3

3

4

4

5

5

6

6

7

7

8

8

9

9

3

3

4

4

5

5

6

6

7

7

8

8

9

9

10

3

3

4

4

5

5

6

7

7

8

8

9

9

10

10

3

3

4

5

5

6

6

7

8

8

9

9

10

10

11

3

4

4

5

5

6

7

7

8

9

9

10

10

11

12

4´

5´

5´

6´

6´

7´

7´

8´

8´

9´

9´

10´

10´

11´

11´

12´

13´

14´

15´

16´

17´

18´

19´ 3

20´ 4

4

4 

4

5

5

5

6

6

6

7

7

7

8

8

8

9

9

9

10

10

10

11

11

12

12

12

12

13

13

14

14

14

12´ 13´ 14´ 15´ 16´ 17´ 18´

3

4

4

5

6

6

7

8

8

9

10

10

11

12

12

19´

4

4

5

5

6

7

7

8

99

9

10

11

12

12

13

20´

Item # WHCLIP

Step 1
Install furring strips 

Step 2
Position planks

Step 3
Install planks with 
appropriate clips

Installation as easy as 1, 2, 3



MAIN BEAMS
12́  x 1-11/16˝ x 15/16˝ (.013˝ metal thickness)
Color Item Number UPC Code
White 7300XR-WH 0-42369-30748-2
**Black 7301-BL N/A
20 Main Beams; 240 linear feet per carton

4´ STAB-IN CROSS TEES
4´ x 1-3/8˝ x 15/16˝ (.010˝ metal thickness)
Color Item Number UPC Code
White XL7348R-WH 0-42369-16289-0
60 Tees; 240 linear feet per carton

4´ x 1-3/16˝ x 15/16˝ (.010˝ metal thickness)
Color Item Number UPC Code
White XL7148R-WH 0-42369-16288-3
60 Tees; 240 linear feet per carton

4´ x 1-1/2˝ x 15/16˝ (.010˝ metal thickness)
Color Item Number UPC Code
**Black XL7342-BL 0-42369-40093-0
60 Tees; 240 linear feet per carton

2´ STAB-IN CROSS TEES
2´ x 1-3/8˝ x 15/16˝ (.010˝ metal thickness)
Color Item Number UPC Code
White XL7328R-WH 0-42369-16343-9
**Black XL7328-BL 0 42369-40087-9
60 Tees; 120 linear feet per carton

2´ x 1-3/16˝ x 15/16˝ (.010˝ metal thickness)
Color Item Number UPC Code
White XL7128R-WH 0-42369-30408-5
60 Tees; 120 linear feet per carton

4´ HOOK CROSS TEE
4´ x 1-1/2˝ x 15/16˝ (.010˝ metal thickness)
Color Item Number UPC Code
White ML7343 0-42369-16286-9
**Black ML7343BL N/A
60 Tees; 240 linear feet per carton

2´ HOOK CROSS TEE
2´ x 1-1/2˝ x 15/16˝ (.010˝ metal thickness)
Color Item Number UPC Code
White ML7323 0-42369-06285-5
**Black ML7323BLN/A
60 Tees; 120 linear feet per carton

WALL MOLDINGS
Hemmed Edges

12´ x 7/8˝ x 7/8˝ (.018˝ metal thickness)
Color Item Number UPC Code
White 7800R-WH 0-42369-16344-6
**Black 7800-BL 0 42369-40026-8
30 Moldings; 360 linear feet per carton

N/A = Not Applicable
**Special Order
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Stab-In Cross Tee

Hemmed Molding 7/8˝

Hook Cross Tee

PeakForm Main Beam

PeakForm® offers superior load-carrying
capacity than typical square bulb.

Makes it easy to install any Armstrong Contractor Ceiling

Contractor Suspended Ceiling Installation Systems

Prelude® Ceiling Suspension System
Preferred choice of the professional installer

• Intermediate-Duty Performance
Weight-carrying capacity up to 
13.5 lbs / linear foot or per 4́  span.

• Meets All Building Codes for 
Nonresidential Construction
Hot-dipped galvanized, rust-resistant steel. 
Double-web construction.

• Easy Installation
Choice of stab-in or hook-in tees. 
Only 3˝ clearance required.

• Specification Compliance
Meets seismic performance requirements 
for use in most earthquake zones.*

• PeakForm® Profile
Stronger, lighter weight main beams 
and selected cross tees.

• SuperLock™-On End Detail
Stainless steel clip audibly snaps together; 
unlocks side-to-side for easy removal. 

• Rotary Stitched
Patented method for additional torsion strength 
and extra stability during installation. 

* Stab-in end detail only.

Prelude® Components



Makes it easy to install any Armstrong Contractor Ceiling

Contractor Suspended Ceiling Installation Systems
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Stab-In Cross Tee

Expansion Relief

Hemmed Molding (7/8˝ )

NOTE: Armstrong Fire Guard ceiling panels installed on a
Prelude Fire Guard ceiling grid  system meet UL classification
requirements for use in more than 25 fire-resistant designs for
building  constructions using 24˝ x 24˝ or 24˝ x 48˝ panel configu-
rations including: A202; A210; A211††; D208; D216; G209;
G210 †; G214; G216; G217; G229; G236; G241; G242; G243;
G244; G250; G256; G258; L208; L209 ††; L210; P206 ††; P210;
P216 ††; P225; P227; P231††; P251; P253.

† 24˝ x 24˝ only
†† 24˝ x 48˝ only

Prelude® Fire Guard™ Ceiling 
Suspension System
Meets UL requirements

• Fire-Rated Performance
UL-approved for fire-resistive applications.

• Intermediate-Duty Performance
Weight carrying capacity up to 13lbs/linear foot.

• Meets all Building Codes for Nonresidential Construction
Hot dipped galvanized, rust-resistant steel. 
Double-web construction.

• Easy Installation
Only 3˝ clearance required.
Specification Compliance.

ICBO-approved for use in seismic zones.***

* * * In areas of ICBO jurisdiction, see ICBO Evaluation Report
Number 5173 for  allowable values and/or conditions 
of use concerning the suspension system  components 
in this brochure. It is  subject to re-examination, revisions
and possible cancellation.

MAIN BEAMS
12́  x 1-1/2˝ x 15/16˝ (.013˝ metal thickness)
Color Item Number UPC Code
White 8300XR-WH 0-42369-30750-5
Black 8300-BL N/A
20 Main Beams; 240 lineal feet per carton

4´ STAB-IN CROSS TEES
4´ x 1-1/2˝ x 15/16˝ (.013˝ metal thickness)
Color Item Number UPC Code
White XL8340R-WH 0-42369-13195-7
Black XL8340-BL N/A
60 Tees; 240 lineal feet per carton

2´ STAB-IN CROSS TEES
2´ x 1-3/8˝ x 15/16˝ (.013˝ metal thickness)
Color Item Number UPC Code
White XL8323R-WH 0-42369-16290-6
Black XL8323-BL N/A
60 Tees; 120 lineal feet per carton

**Special Order

Prelude® Fire Guard Components

WALL MOLDINGS
Hemmed Edges

12´ x 7/8˝ x 7/8˝ (.018˝ metal thickness)
Color Item Number UPC Code
White 7800R-WH 0-42369-16344-6
**Black 7800-BL 0-42369-40026-8
30 Moldings; 360 lineal feet per carton

HOLD-DOWN CLIPS
1000 Clips per Carton
Item Number: UHDCA

HANGER WIRE
140 pcs. per 50 lb. bundle
12 Gauge x 12´
Item Number: 7891
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Main beams parallel to
room’s long dimension.

Main beams parallel to
room’s short dimension.

6´ x 6´ 36 3 2 9 1 2 5 1 2 5 6 1 4 1 4
6´ x 8´ 48 3 3 12 1 4 6 1 3 7 8 1 6 1 6
6´ x 10´ 60 4 3 15 1 4 8 1 4 9 10 1 7 1 8
6´ x 12´ 72 4 3 18 1 6 9 1 5 11 12 1 9 1 10
6´ x 14´ 84 4 4 21 2 6 11 2 6 13 14 2 10 2 12
6´ x 18´ 108 5 4 27 2 8 14 2 8 17 18 2 13 2 16
6´ x 22´ 132 6 5 33 3 10 17 2 10 21 22 3 16 2 20
6´ x 26´ 156 7 6 39 3 12 20 3 12 25 26 3 19 3 24
6´ x 30´ 180 8 6 45 4 14 23 3 14 29 30 4 22 3 28
6´ x 34´ 204 8 7 51 4 16 26 3 16 33 34 4 25 3 32
6´ x 38´ 228 9 8 57 5 18 29 4 18 37 38 5 28 4 36
6´ x 42´ 252 10 8 63 5 20 32 4 20 41 42 5 31 4 40
6´ x 46´ 276 11 9 69 6 22 35 4 22 45 46 6 34 4 44
6´ x 50´ 300 12 10 75 6 24 38 5 24 49 50 6 37 5 48
8´ x 8´ 64 4 3 16 1 6 8 1 6 8 8 1 6 1 6
8´ x 10´ 80 4 3 20 2 6 11 1 8 10 10 2 7 1 8
8´ x 12´ 96 4 4 24 2 9 12 1 10 12 12 2 9 1 10
8´ x 14´ 112 5 4 28 2 9 15 2 12 14 14 2 10 2 12
8´ x 16´ 128 5 4 32 2 12 16 2 14 16 16 2 12 2 14
8´ x 18´ 144 6 5 36 3 12 19 2 16 18 18 3 13 2 16
8´ x 20´ 160 6 5 40 3 15 20 2 18 20 20 3 15 2 18
8´ x 22´ 176 6 5 44 4 15 23 2 20 22 22 4 16 2 20
8´ x 26´ 208 7 6 52 4 18 27 3 24 26 26 4 19 3 24
8´ x 30´ 240 8 7 60 5 21 31 3 28 30 30 5 22 3 28
8´ x 34´ 272 9 7 68 6 24 35 3 32 34 34 6 25 3 32
8´ x 38´ 304 10 8 76 6 27 39 4 36 38 38 6 28 4 36
8´ x 42´ 336 10 9 84 7 30 43 4 40 42 42 7 31 4 40
8´ x 46´ 368 11 9 92 8 33 47 4 44 46 46 8 34 4 44
8´ x 50´ 400 12 10 100 8 36 51 5 48 50 50 8 37 5 48
10´ x 10´ 100 4 4 25 2 8 14 2 8 14 15 2 12 2 12
10´ x 12´ 120 5 4 30 2 12 15 2 10 17 18 2 15 2 15
10´ x 14´ 140 5 4 35 3 12 19 3 12 20 21 3 17 3 18
10´ x 16´ 160 6 5 40 3 16 20 3 14 23 24 3 20 3 21
10´ x 18´ 180 6 5 45 4 16 24 3 16 26 27 4 22 3 24
10´ x 20´ 200 6 5 50 4 20 25 4 18 29 30 4 25 4 27
10´ x 22´ 220 7 6 55 5 20 29 4 20 32 33 5 27 4 30
10´ x 24´ 240 7 6 60 5 24 30 4 22 35 36 5 30 4 33
10´ x 26´ 260 8 6 65 5 24 34 5 24 38 39 5 32 5 36
10´ x 28´ 280 8 7 70 5 28 35 5 26 41 42 5 35 5 39
10´ x 32´ 320 9 7 80 6 32 40 6 30 47 48 6 40 6 45
10´ x 36´ 360 10 8 90 7 36 45 6 34 53 54 7 45 6 51
10´ x 40´ 400 10 9 100 8 40 50 7 38 59 60 8 50 7 57
10´ x 44´ 440 11 9 110 9 44 55 8 42 65 66 9 55 8 63
10´ x 48´ 480 12 10 120 10 48 64 8 46 71 72 10 60 8 69

12´ x 12´ 144 5 4 36 2 15 18 2 15 18 18 2 15 2 15
12´ x 14´ 168 6 5 42 3 15 23 3 18 21 21 3 17 3 18
12´ x 16´ 192 6 5 48 3 20 24 3 21 24 24 3 20 3 21
12´ x 18´ 216 6 5 54 4 20 29 3 24 27 27 4 22 3 24
12´ x 20´ 240 7 6 60 4 25 30 4 27 30 30 4 25 4 27
12´ x 24´ 288 8 6 72 5 30 36 4 33 36 36 5 30 4 33
12´ x 28´ 336 8 7 84 6 35 42 5 39 42 42 6 35 5 39
12´ x 32´ 384 9 8 96 7 40 48 6 45 48 48 7 40 6 45
12´ x 36´ 432 10 8 108 8 45 54 6 51 54 54 8 45 6 51
12´ x 40´ 480 11 9 120 9 50 60 7 57 60 60 9 50 7 57
12´ x 44´ 528 12 10 132 10 55 66 8 63 66 66 10 55 8 63
12´ x 48´ 576 12 10 144 11 60 72 8 69 72 72 11 60 8 69
12´ x 50´ 600 13 11 150 12 60 77 9 72 75 75 12 62 9 72
14´ x 14´ 196 6 5 56 4 18 27 4 18 27 28 4 24 4 24
14´ x 16´ 224 6 5 63 4 18 28 4 21 31 32 4 28 4 28
14´ x 18´ 252 7 6 70 5 24 34 5 24 35 36 5 31 5 32
14´ x 20´ 280 7 6 77 5 24 35 5 27 39 40 5 35 5 36
14´ x 22´ 308 8 6 84 6 30 41 6 31 43 44 6 38 6 40
14´ x 26´ 364 8 7 98 7 36 48 7 37 51 52 7 45 7 48
14´ x 30´ 420 9 8 112 9 42 55 8 43 59 60 9 52 8 56
14´ x 34´ 476 10 8 126 10 48 62 9 49 67 68 10 59 9 64
14´ x 38´ 532 11 9 140 11 54 69 10 55 75 76 11 66 10 72
14´ x 42´ 588 12 10 154 12 60 76 11 61 83 84 12 74 11 80
14´ x 46´ 644 12 10 168 13 66 83 12 67 91 92 13 81 12 88
14´ x 50´ 700 13 11 182 14 72 90 13 73 99 100 14 88 13 96
16´ x 18´ 288 7 6 72 6 28 39 5 36 40 36 6 31 5 32
16´ x 22´ 352 8 7 88 7 35 47 6 44 48 44 7 38 6 40
16´ x 26´ 416 9 7 104 8 42 55 7 52 56 52 8 45 7 48
16´ x 30´ 480 10 8 120 10 49 63 8 60 64 60 10 52 8 56
16´ x 34´ 544 10 9 136 11 56 71 9 68 72 68 11 59 9 64
16´ x 38´ 608 11 9 152 12 63 79 10 76 80 76 12 66 10 72
16´ x 42´ 672 12 10 168 14 70 87 11 84 88 84 14 74 11 80
16´ x 46´ 736 13 11 184 15 77 95 12 92 96 92 15 81 12 88
16´ x 50´ 800 14 11 200 16 84 103 13 100104 100 16 88 13 96
18´ x 20´ 360 8 7 90 6 32 45 7 36 49 50 6 45 7 45
18´ x 24´ 432 9 7 108 8 40 54 8 44 59 60 8 54 8 55
18´ x 28´ 504 10 8 126 9 48 63 10 52 69 70 9 63 10 65
18´ x 32´ 576 10 9 144 11 56 72 11 60 79 80 11 72 11 75
18´ x 36´ 648 11 9 162 12 64 81 12 68 89 90 12 81 12 85
18´ x 40´ 720 12 10 180 14 72 90 14 76 99 100 14 90 14 95
18´ x 44´ 792 13 11 198 15 80 99 15 84 109 110 15 99 15 105
18´ x 48´ 864 14 11 216 17 88 108 16 92 119 120 17 108 16 115
20´ x 20´` 400 8 7 100 7 45 50 7 45 50 50 7 45 7 45
20´ x 24´ 480 9 8 120 9 54 60 8 55 60 60 9 54 8 55
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INSTRUCTIONS: Find room size on left and read across for 2´ x 2´ or 2´ x 4´ ceiling panels. As a general rule, use one
two-bulb 4´ fluorescent lighting fixture every 75 square feet. Use one luminous panel for every recessed lighting fixture.

For buying ceiling panels and grids

Suspended Ceiling Estimating Guide
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12´ x 12´ to 20´ x 24´ Room Sizes6´ x 6´ to 10´ x 48´ Room Sizes
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Armstrong® Residential Ceiling Systems – 
Limited Warranties

WHAT OUR WARRANTIES MEAN
Our warranties are our promise to you that the Armstrong ceiling 
and Armstrong installation materials you’ve purchased will be 
free from manufacturing defects. Because our  products are 
designed and engineered to be used together for the best 
performance  possible, we warrant that Armstrong ceilings and
Armstrong installation materials, if used together, will be free 
from manufacturing defects as outlined below.

HOMESTYLE® CEILINGS - LIFETIME LIMITED WARRANTY
We guarantee that any HomeStyle ceiling product bearing our 
lifetime limited warranty (does not include any HomeStyle ceiling
10-year limited warranty products) will be free from manufacturing
defects for as long as you own the home in which these products
were installed.

HOMESTYLE® CEILINGS - 10-YEAR LIMITED WARRANTY
We guarantee that any HomeStyle ceiling product bearing our 
10-year limited warranty (does not include any HomeStyle ceiling
lifetime limited warranty products) are guaranteed to be free from
manufacturing defects for 10 years from the date of purchase.

Note: Armstrong ceilings are designed to be installed in interior areas with relative
humidity not to exceed 70% and  temperatures between 60-85˚ Fahrenheit (15-30˚ C)
except those ceilings with HumiGuard® Plus Protection. Armstrong HumiGuard Plus
ceilings are designed to be installed in interior areas with relative humidity not 
to exceed 90%.

WOODHAVEN® PLANK CEILINGS – 
LIFETIME LIMITED WARRANTY
We guarantee that WoodHaven Plank Ceiling materials, installed 
in your home, will be free from defects in materials or factory
 workmanship for as long as you own the home in which these 
products were installed.

TIN LOOK™ TILE CEILINGS – 
LIFETIME LIMITED WARRANTY
We guarantee that Tin Look Tile Ceiling materials, installed 
in your home, will be free from defects in materials or factory
 workmanship for as long as you own the home in which these 
products were installed.

CONTRACTOR SERIES™ - 5-YEAR LIMITED WARRANTY
We guarantee that your Contractor Series materials will be free 
from manufacturing defects for a period of five years from the 
date of purchase.

SUSPENDED CEILING INSTALLATION SYSTEMS - 
10-YEAR LIMITED WARRANTY
Armstrong Suspension Systems are warranted to be free from
defects in materials or factory workmanship and are also warranted
against the occurrence of 50% red rust as designated by ASTM
D610 test procedures for a period of 10 years from the date 
of installation (except for obvious defects in materials or factory
workmanship, of which Armstrong must be notified within 30 days
of the date of shipment to the customer). This limited warranty 
is subject to further conditions as indicated.

WARRANTY LIMITATIONS
This warranty does not cover problems caused by improper 
installation methods. It covers only installations done in accordance
with installation instructions contained within each carton.

This warranty does not cover damage caused by improper 
maintenance or by use contrary to our recommendations, 
such as use outdoors or on surfaces other than ceilings.

This warranty does not cover damage caused by exposure to 
excessive humidity and temperature conditions described above.

This warranty does not cover normal wear and tear or shade 
changes due to exposure to smoke, fumes, leaks or abuse.

This warranty does not cover labor charges to replace 
obvious visual defects in the material at time of installation.

This warranty applies only to material purchased by you 
in unopened cartons for your own use and not for resale. 
It does not apply to materials graded second or odd lot.

This warranty is not transferable and applies to the original 
purchaser only.

Performance issues which may result from the presence of 
standing water, or where moisture is in direct contact with 
the products, are not covered by this warranty nor are they 
responsibility of Armstrong.

DIFFERENCE FROM SAMPLES
This warranty does not cover differences between samples 
or product photographs and actual product purchased.

IMPLIED WARRANTIES
There are no implied warranties, representations or conditions,
except those required by statute, and they shall not extend beyond
the term of the warranty applicable to your purchase.

CONSEQUENTIAL OR INCIDENTAL DAMAGES
We exclude and will not pay any consequential or incidental 
damage, loss or expense other than to the ceiling system itself.

LEGAL RIGHTS
This warranty gives you specific legal rights, and you may have 
other rights which vary by jurisdiction.

WHAT ARMSTRONG WILL DO IF THERE IS A DEFECT 
IN YOUR CEILING
If a manufacturing defect does occur within the terms and 
conditions of this warranty, you will be supplied with new material 
to replace the defective ceiling panel and/or installation materials.
Subject to inspection, the replacement materials will be of the 
same or similar design and quality.

HOW TO MAKE A CLAIM
If you believe there is a defect in your ceiling or installation material
and want to make a claim under this warranty, please notify, in 
writing, the retailer who sold you the material. If unable to contact
your retailer, or if you notified your retailer of a defect and have not
received satisfaction, please write to us.

Armstrong World Industries, Inc.
Consumer Solution Center
PO Box 3210
Lancaster, PA 17604

Warranty Information
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WHAT ARE ARMSTRONG® CEILINGS MADE OF?

Armstrong mineral board ceilings are made of inert 
mineral components, binders and inert filler materials,
with up to 55% recycled content. Armstrong also offers 
high-performance engineered resin and durable 
laminate plank ceilings.

WHAT ABOUT INSULATION VALUE BETWEEN FLOORS?

Most ceilings are installed between floors that are 
maintained at the same temperature—making insulation
unnecessary. Basement recreation rooms are at least
partly heated by heat flow through the ceiling from 
the heated space above. In that case, attempting to 
insulate the basement ceiling surface could actually
reduce heat flow.

CAN I PUT INSULATION ON THE BACK OF
ARMSTRONG CEILINGS?

Only Armstrong suspended ceiling panels (2´ x 4´) that
are at least 5/8˝ thick can be backloaded with additional
insulation. Rolled insulation must be used and installed
perpendicular to the cross tees so that the weight of the
insulation rests on the suspended grid system, and there
is an air space between the insulation and the panel.

NOTE: Insulation must never be placed behind fire-rated ceilings,
unless designated in a UL design assembly. Backloading fiberglass
panels is not recommended.

CAN ARMSTRONG CEILINGS BE PAINTED?

All Armstrong ceiling tiles and panels (except fiberglass)
can be painted with latex paints. The front and back 
of 2´ x 2´ and 2´ x 4´ panels should be painted. 

Note: Armstrong cannot guarantee that the published surface-burning
characteristics, fire-resistance ratings, acoustical performance, 
dimensional stability/sag, or light reflectance will remain the same
after repainting. Field painting will void the warranty.

WILL PAINTING ACOUSTICAL CEILINGS AFFECT
ACOUSTIC EFFICIENCY?

Armstrong acoustical ceilings can be painted with a
slight loss of acoustical efficiency using nonbridging
paint which does not cover the holes.

CAN CEILING TILE BE USED IN THE BATHROOM?

Yes, if the bathroom is vented to the outside with a fan.
Armstrong ceilings with HumiGuard® Plus are extra 
sag-resistant for use in areas of high humidity. BioBlock®

treatment inhibits the spread of mold and mildew.

SHOULD CEILING MATERIALS ADJUST TO ROOM 
TEMPERATURE BEFORE INSTALLATION?

Yes. Unpack ceiling materials 24 hours before 
installation to adjust to normal room conditions. 
Do not install during excessively humid conditions. 
See specific product instructions for best results.

CAN THE CEILING BE INSTALLED OVER EMBEDDED
RADIANT-HEAT COIL CEILINGS?

No. An appreciable loss of heating efficiency will 
result and the ceiling will not remain stable.

CAN A HANGING OR SWAG LAMP BE USED WITH AN
ARMSTRONG CEILING?

Yes, if supported independently by an existing 
structural member.

CAN A NEW CEILING BE CEMENTED DIRECTLY OVER
OLD CEILING TILES?

It’s best to remove old tiles first. In many cases, 
the old ceiling may have deteriorated and an adequate
hold cannot be obtained. 

WHAT IS THE MINIMUM OVERHEAD DISTANCE
REQUIRED FOR A NEW SUSPENDED CEILING?

Armstrong suspended ceilings require a minimum of 
3˝ (6˝ if installing recessed lighting) of overhead clearance.

CAN EXISTING LIGHT FIXTURES BE USED WITH 
A NEW CEILING?

Yes. Armstrong ceilings are adaptable to standard 
lighting fixtures.

HOW MANY FLUORESCENT LIGHT FIXTURES ARE
NEEDED FOR A NEW CEILING?

Standard rule for light fixtures is two 4´ fluorescent 
tubes for every 75 square feet of ceiling area.

WHAT KIND OF FLUORESCENT LAMPS SHOULD BE
USED WITH ARMSTRONG CEILINGS?

All lamps must be rapid-start. Warm white and cool
white are most efficient, but deluxe and natural-colored
lamps  provide a more pleasant atmosphere.

WILL THE MINERAL CEILING SAG OVER TIME?

No. Armstrong ceilings are treated with a special back
coating to resist moisture. When properly installed under
the right conditions (no excessive humidity, etc.), they
remain level and flat. We recommend using HumiGuard
Plus panels or fiberglass panels in areas of high or 
seasonal humidity; they are not recommended for spaces
exposed to continuous moisture, such as shower rooms
and swimming pool areas. 

DO ARMSTRONG CEILINGS PROTECT AGAINST 
FLAMMABILITY?

All Armstrong panels, tiles and planks are fire-retardant
and meet Class A flame-spread ratings, with the 
exception of WoodHaven® planks, which meet class 
C flame-spread ratings.

Answers to Frequently Asked Questions
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Tin Look™ 1240 TinTile
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