


1  Stronger: 10 times stronger than 30# 
     felt for the ultimate tear resistance.
  This proven, tear-resistant underlayment is 10 

times stronger than felt, so it won’t blow off 
during installation. Surround SR Underlayment 
meets the more stringent requirements of 
ICC AC48—Acceptance Criteria for Roof 
Underlayment for Use in Severe Climate Areas 
—so you know it’ll stand up to high winds and 
weather. Surround SR Underlayment helps to 
eliminate the need for costly roof repair, and 
gives your homes added protection. 

2  Drier: Unique slip-resistant 
surface, plus waterproof to prevent 
moisture issues.

  When installed fi lm side up, Surround SR 
Underlayment provides an excellent slip-
resistant surface when wet. Surround SR 
Underlayment outperforms many competitive 
synthetic materials when tested regarding 
coeffi cent of friction. Combine that 
performance with the heat-refl ecting, gray-
colored material which lowers the temperature 
on the roof (compared to black roofi ng felt), 
and you’ll simply feel safer and more 
comfortable —in sudden rain showers or 
on morning dew—on the roof. 

4WAYS SURROUND®

SR UNDERLAYMENT 
OUTPERFORMS FELT.

Made from a waterproof, synthetic polymer 
material, Surround SR Underlayment will 
protect the roof, decking and attic from 
moisture intrusion, while eliminating the mess 
that can occur from wet asphalt felt. Better 
protection for your homes means fewer 
callbacks for you.

3  Lighter: Up to 10 times lighter than 
30# felt.

  Surround® SR Underlayment was designed 
to reduce the amount and weight of material 
needed to carry onto a roof.  With fi ve times 
more underlayment than asphalt felt in just 
one roll of Surround SR Underlayment, it’s 
more convenient with less time going up and 
down your ladder.  And that one roll weighs 
40% less than one roll of felt. Imagine only 
having to carry one 26# roll of Surround SR 
Underlayment (10 sq.) versus fi ve 30# rolls of 
asphalt felt (2 sq.). 

4  Faster: More material per roll for
 faster, easier installation.
   In addition to having fi ve times more 

underlayment in one roll, Surround SR 
Underlayment rolls are also 25% wider than 
felt for quicker roof deck coverage. The 
material lays fl at, wet or dry, and cuts easily 
and safely—saving you time. In fi eld testing, 
Surround SR Underlayment held the chalk line. 
It won’t wash off, even in the rain, so you won’t 
have to reapply the line repeatedly.  You’ll work 
leaner, and make more money. 

Use the stronger, 
drier, lighter, faster 
roof underlayment 
all around.

Use the stronger, 
drier, lighter, faster 
roof underlayment 
all around.

DON’T
MESS
AROUND

30-Year Limited Product Replacement Warranty

Roll Length........267'
Roll Width .........45"
Roll Weight .......26 lbs
Roll Area ............10 sq

Property Test Method Result

Class A Burning Brand ASTM E108 Pass
and Intermittent Flame
  
Nail Sealability ASTM D1970 Pass
  
Pliability AC48 sec 4.3  
     Machine Direction  Pass
     Cross Direction  Pass
  
Water Ponding AC48 sec 4.4 
     Control  Pass
     Accelerated Aged  Pass
  
Accelerated Aging AC48 sec 4.7 Pass
  
UV Exposure AC48 sec 4.8 Pass
  
Water Vapor Transmission ASTM E96-00 0.004 perms
 Desiccant Method 

Tensile Strength (UV Exposed) ASTM D1682-64 (1975) 
     Machine Direction  112
     Cross Direction  126
  
Tensile Strength ASTM D1682-64 (1975)
(Accelerated Aged)  
     Machine Direction  109
     Cross Direction  128
  
Weight per Square ASTM D5261 2.6 lbs/ 100 ft2

Rolls per Pallet .......... 36
Pallet Weight .............. 965 lbs
Pallet Dimensions ..... 48" x 48" x 45.25"

Surround SR Underlayment
Typical Characteristics

Surround SR Underlayment
Specifications
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