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-  Weather Proof
-  Insect Proof
-  Load Bearing 
-  Low Maintenance

-  Pre-finished White 
-  Ready to Install
-  25 Year Limited Warranty

Chamfered PermaPost® with Savannah  
PermaPorch® Railing and Square Balusters

The                                              
          Collection

®
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PermaPosts®

The Perma Lamp Post 
is an attractive way to 
light a drive or garden 
area.  The pipe in the 
center is designed to 
allow a wire to be easily 
installed. The 27/8” 
pipe fits most outdoor 
lamp fixtures. New 
pre-finished injection 
molded skirts will be 
available in the spring.

The Square PermaPost® is made from low maintenance 
PVC and is pre-finished with a white capstock.  HB&G’s 
Colonial and Chamfered PermaPost® are made from a 
low maintenance polyethylene and are pre-finished 

white.  For a warm and inviting decorative look  
for your front porch, choose from either the 5” or 6" 
Colonial PermaPost®, the 5” Square PermaPost®, or  
the 6”  Chamfered PermaPost®.  
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AVAILABLE IN 3 SIZES
SIZE Dimension 
5” Colonial 4"
6” Colonial 5"
5” Square 4-1/4"
Skirts and hardware included

Porch-Loc™           
-   Adds wind uplift resistance
-   Porch-Loc™ secures structural Colonial and 

Square PermaPost® to floor and beam/header
-  Easy installation 
-   Durable skirts included

NEW
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SQUARE POST

Two (2) Post Fasteners are shipped inside each post.

COLONIAL POST
Two (2) Post Fasteners are shipped with each colonial post.

FASTENING SYSTEMS

Top View of Fastener
 Post Fastener

Side View (cutaway)

Foam Filler

Post
Pipe

Outer Shell

Top View of Fastener

Post Fastener
Side View (cutaway)

Outer 
Shell

Foam Filler

Post
Pipe

Optional Synthetic Post 
Fastening Kits
Each kit comes complete with 
skirt, brackets, and  
TapCon screws  
for wood or  
concrete  
substrates.  
Available for  
all Synthetic  
Post styles.

alUminUm  
plinth fOr  
wOOD pOst

nUmBer 100  
tUrneD  

wOOD pOst

Our No. 100 turned  
wood posts are available 

in 4", 5", and 6" 
nominal sizes. 

(Cross sections are 
3-1/4", 4-1/4", and 

5-1/4" net size.) 
Number 100  
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WOOD
SIZES: 4"x 8.5', 4"x 10', 

6"x 8.5', and 6"x 10'

VINYL POST WRAP
•  Designed to Dress up a  

Treated Square Wood Post
• Low Maintenance
•  Insect and Weather Proof 
• Installs in Minutes
•  Perfect for Remodeling
•  Limited Lifetime Warranty
• Pre-Finished White

WOOD 
POST

ASSEMBLED END VIEW

EASY INSTALLATION

ASSEMBLY 
SLOT

FASTENING 
FLANGE

Dimensions are nominal and may vary slightly.
•  5” Colonial PermaPosts® and Perma Lamp Posts are net 4”.
•  6” Colonial PermaPosts® are net 5”.
Chamfered PermaPosts® and Perma Lamp Posts are net 3-1/2” (top) and 5-1/2” (bottom)
•  Square posts are net 4-1/4”.
•  Perma Lamp Posts can accommodate most outdoor lamp fixtures.

Description

Wood posts must  
be installed with 

aluminum plinths  
or quick mount  

bracket to comply  
with warranty.

New pre-finished injection molded skirts will be available in the spring.


